USER MANUAL
Model: E0340
(Touch Button Weather Station)
We thank you for the purchase of our Touch Button Weather Station. It has been designed and constructed using innovative components and techniques to enable the perfect display by this device. This unit is also equipped with an outdoor sensor.
[bookmark: _GoBack]Please read the instructions carefully to become familiar with the properties and functions before you use the unit.
OVERVIEW                                                                            
[image: E:\UserData\My Documents\Tencent Files\326918119\Image\C2C\Image5\(@KCB0IE5D%1R]}@1UWU3OA.png][image: ]
 
[bookmark: OLE_LINK6][bookmark: OLE_LINK5]FEATURES                                                                                        
1. 5 function buttons: MEM/SET, [image: ], [image: ], [image: ],SNOOZE/LIGHT
2. Weather forecast with 4 status: sunny, partly cloudy, cloudy, rainy
3. Indoor and outdoor temperature display
4. Indoor and outdoor humidity display
5. Supports max connection with 3 external sensors and 3 channel data display switchable
6. Records Max/Min Indoor/Outdoor temperature and humidity data
7. Freezing point indicator
8. Time and calendar tracks date/month  
9. Alarm & snooze function
10. Snooze interval range 5-59mins
11. 12/24 hours format selectable
12. Amber backlight function
13. Low battery indicator for both main unit and outdoor sensor

GETTING STARTED                                                                        
For the start-up of this device you require:  
3 x "AAA", alkaline batteries for the main unit (not included)
2 x "AAA", alkaline batteries for wireless sensor (not included)

TIME SETTING                                                                               
1. In normal mode, press and hold MEM/SET button to enter time setting mode.
2. The figure to be set will be flashing.
3. Press [image: ]or [image: ] to change the setting item to the desired values; the setting sequence is: C/F- Year-M/D or D/M format-Month-Date-12/24 hr format-Hour -Minute-exit
4. Press "MEM/SET" key to confirm the setting.
5. No operation in 20 seconds, it will save current setting and exit.

ALARM & SNOOZE FUNCTION                                                                      
ALARM SETTING                                                                                            
1.Press [image: ]to switch display of calendar, alarm time and current time.
2.In alarm display mode, press and hold [image: ] to enter alarm setting mode.
3.The figure to be set will be flashing.
4. Press [image: ] or [image: ] to change the setting item to the desired values; the setting sequence is: Alarm Hour-Alarm Minute-Snooze Span (from 5Min-59Min)-exit.
5.Press "MEM/SET" key to confirm the setting.

SNOOZE FUNCTION                                                                                            
1. The alarm ring lasts 1 minute.
2.When the alarm rings, press SNOOZE/LIGHT button to silence it; the alarm sounds again as the snooze interval set
3 Press any other key to turn the alarm off and activate it again after 24 hours.

4.To fully deactivate the alarm, press [image: ]to the alarm time display and press [image: ]key.

433 MHz RECEPTION CHECK                                                                               
[bookmark: OLE_LINK16][bookmark: OLE_LINK15][bookmark: OLE_LINK4]RF-OUTDOOR TEMPERATURE AND HUMIDITY 
1.The weather station will automatically receive signal sending back from the external sensor after powering on, the receiving status will last for max 3 minutes, the receiving antenna signal [image: ] will flash, if no signal received in 3 minutes, [image: ]   will exist and stop receiving outdoor signal. Signal resynchronization will be reactivated next hour until the signal got and data displayed on the main unit.
2. Press “CH/[image: ]” button on main unit to change channel display.
3. The channel switch order is CH1 --> CH2--> CH3.
4. Press and hold “CH/” button more than 3 seconds, manually enter into RF re-registration then.

REMARKS:                                                 
1. The distance of main unit or transmitter should be at least 5~6.5 feet (1.5~2 meters) away from any interfering sources such as computer monitors or TV sets.
2. The main unit cannot stand close to metal window frames.
3. Please do not use other electrical products such as headphones or speakers operating on the same signal frequency, which may cause interference.
4. Neighbors using electrical devices operating on the same signal frequency can also cause interference.

WEATHER FORECAST                                                   
1. There are 4 weather icons in the LCD screen which can be displayed in any of following combinations:
[image: ]





CHANNEL & SENSOR OPERATION                                                                                                                    
1.The weather station supports max connection with up to 3 sensors.
2.Remove the battery cover of sensor and slide CH switch to CH1/CH2/CH3(when using additional sensors, make sure each sensor is assigned to a different CHANNEL number, ONLY 1 sensor in box normally)
3.Make sure you put each sensor in your desired area.
4.Press “CH/UP” button on the main unit to switch reading of CH1/CH2/CH3’s data.
5.Press and hold “CH/UP” for 2 seconds to de-register current outdoor values and re-register outdoor information

TEMPERATURE & HUMIDITY                                                                
1. INDOOR temperature range：0℃-50℃
2. OUTDOOR temperature range：-20℃-60℃
LL.L & HH.H will display when out of range
3. INDOOR and OUTDOOR humidity display range：20%RH～95%RH 
LL & HH will display when out of range

BACK LIGHT                                                                                    
Press “SNOOZE.LIGHT” to switch on backlight, it will last for 15 seconds 

POSITIONED METHODS                                                                      
The weather station can be positioned in 2 ways as desired.
A. Pull out the table stand brackets from the rear of the clock, place on table or desk as desired.
B. Hang on the wall by hanging hole
C. 
PRECAUTIONS                                                                                    
· Do not clean any part of the product with benzene, thinner or other solvent chemicals. When necessary, clean it with a soft cloth.
· Never immerse the product in water. This will damage the product.
· Do not subject the product to extreme force, shock, or fluctuations in temperature or humidity.
· Do not tamper with the internal components.
· Do not mix new and old batteries or batteries of different types.
· Do not mix alkaline, standard or rechargeable batteries with this product.
· Remove the batteries if storing this product for a long period of time.
· Do not dispose of this product as unsorted municipal waste. Collection of such waste separately for special treatment is necessary.
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